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2.3 Cleaning Chilled Display Main Tank

This operation must be carried out monthly with 
the display disconnected from the electrical 
supply. 

If your display is fitted with a full height sneeze 
screen, you will need to remove it before 
attempting to carry out this cleaning operation.

Lift out the main display deck sections and 
set aside. This will expose two separate metal 
plates, one of which supports the air circulation 
fans and the second is a baffle plate guiding the 
air through the main cooling coil. These plates 
are secured by finger-tightened screws, which 
are removed without tools.

Once the screws have been removed the fan 
mounting plate can be lifted out taking care not 
to strain the wiring, the coil cover plate can then 
be removed and the main cooling coil exposed. 
Remove any food debris using a vacuum cleaner 
followed by a cloth and detergent.

Wipe the fan blades using a damp cloth and 
detergent. Finally spray the interior of the tank 
and the finned cooling coil generously with a 
sanitising solution such as Dettox. Avoid using 
excess water if your unit is not connected to a 
plumbed drain, as this may cause the automatic 
evaporating drip tray to over flow. Re-assembly is 
the reverse of the above.

When cleaning the unit you must inspect the 
main cooling coil. You should find the coil 
covered with a thin layer of frost or ice. 
Anything up to about 2mm thick is quite normal 
but anything in excess of this seriously impairs its 
efficiency. 

If there is a build up of ice refer to section 3.1.
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2.4 Condensing Unit Finned Coil

This must be cleaned monthly

Located under the left hand end of the 
display when viewed from the customers’ 
side (front) is the condensing unit. This can 
be accessed for cleaning by either removing 
a grille in the fascia panelling of the counter or 
by removing the panel itself.

The exact method of access will depend on 
the counter construction. If you cannot work 
out how to get access you must contact your 
installer for assistance.

The size of the condensing unit will vary with 
the type of display but in general it is about 
400 mm square and comprises a grid of 
very fine black metal fins. These fins become 
choked with dust and airborne particles. They 
should be cleaned using a soft brush to 
loosen the dust and a vacuum cleaner to 
remove it. The fins are very delicate and 
considerable care is required.

If you are in any doubt as to your ability to 
carry out this operation safely call your 
installer and arrange for them to do it for you. 
If this operation is neglected or carried out 
without sufficient care, a new condensing unit 
may be required, and the cost of its 
replacement will not be covered by warranty.
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1. LIFT UPWARD

1

2

2. PULL OUTWARD

CONDENSER WILL BE SITUATED IN EITHER OF THE 
SHOWN POSITIONS

FINNED COIL

USE A SOFT BRUSH TO REMOVE DIRT 
AND DUST FROM FINNED COIL
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2.5 Automatic Evaporating Drip Tray

This must be cleaned every three months.

This must be cleaned every three months.•	
The drip tray operates at all times, even when the power switch is turned off.•	
To clean the drip tray the supply to the Vision unit must be totally isolated from the main supply by •	
turning off the counter main switch.
Allow the drip tray to cool down before touching it.•	
The automatic evaporating drip tray is located under the right hand end of the display when viewed •	
from the rear.
It can be accessed for cleaning by either removing a grille in the rear panelling of the counter or by •	
removing the panel itself. On a drop-in it is located in the cradle.
The drip tray is a stainless steel tank about 500mm long and 100mm high, resting in it is a heating •	
element, which is connected via a short lead to a plug.
Remove the plug from its socket and carefully lift out the drip tray and element together. There is likely •	
to be some water in the tray, which you should discard.
Inside the tray and on the element will be a build up of deposits similar to the scale inside a kettle. •	
As much of this as possible must be removed by a combination of scraping, Scotchbrite and kettle 
cleaner. It is not necessary to achieve perfection, just remove the majority.
Be careful not to distort the element when cleaning it.•	

 

WARNING
 
TAKE CARE WHEN REMOVING THE 
EVAP-TRAY. ENSURE THE UNIT IS SWITCHED 
OFF AND THE EVAP-TRAY HAS COOLED 
SUFFICIENTLY

OPEN REAR ACCESS PANEL

ONCE THE REAR ACCESS PANEL 
HAS BEEN REMOVED YOU WILL 
SEE THE FOLLOWING

CAREFULLY UNPLUG THE EVAP 
TRAY AND REMOVE FROM THE 
UNIT

EVAP TRAY

CLEAN AND REPLACE
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TROUBLE-SHOOTING

3.0 Fault On Switching On

If after the operation of the main power switch on the control panel it does not illuminate:

1.	 Check that your idesign unit has been connected to a mains supply by your installer, and that this 
supply is live.

2.	 Isolate the unit and check the supply fuse/ MCB
3.	 Take care to ensure that you replace a fuse with one of the same rating. If you can find no fault call 

your installer for help.

3.1 Ice Build Up On The Coil

In conditions of high humidity it is possible for ice to accumulate on the coil, and not be fully cleared by 
the defrost system. This problem is usually only likely to occur on units operating 24hours a day in 
conditions of high humidity. The result will be a failure to maintain temperature, as airflow through the coil 
is restricted. 

If during cleaning an excessive build up of ice is observed, turn the unit off overnight with the main deck 
and airflow baffle plates removed. 

Isolate the display unit completely from the mains electricity supply. Turning off the power 
switch on the display is not sufficient.

If the build up was very heavy and the unit is fitted with an automatic evaporating drip tray it 
will be necessary to guide the water resulting from the melting of the ice into a bucket rather 
than the evaporating drip tray otherwise it will overflow. 

Remove the evaporator drip tray and locate a funnel or bucket under the plastic waste pipe 
located above it. See cleaning instructions for removal of the drip tray. 

When all the ice has melted re-assemble the tank and deck components, re-fit the evaporator drip tray, 
then switch the power back on and check the operation of the unit.

If you are in any doubts of your ability to carry out the above procedure please contact our service de-
partment for assistance.

Please note that a visit by a service engineer to clear the coil of ice will not be covered by 
warranty unless it is established that it was caused by a component failure.

If the build up repeats itself try turning the unit off every night.
 

If this does not solve the problem call our service department on 0151 548 2211 to check the 
operation of the defrost system.  
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3.2 Self Help Guide For High Capacity Multideck Displays

Problem Action

Nothing is working

Ensure the power lead is properly plugged into a 
socket outlet.

If unsure that socket outlet is live, plug in another 
appliance to confirm power is available.

Check fuse in plug top and on control panel.

Make sure power/ main switch is on.

Only the lights are working

Check that the other switches/ control knobs are 
turned on.

Check that the electronic temperature controller 
is illuminated.

Condensing unit has gone off It will switch off at a regular intervals as governed by 
the controller and come back on automatically.

The controller displays ‘DEF’

To prevent the display icing up, an automatic defrost 
cycle is pre-programmed into the controller. DEF will 
appear every 2 hours during defrost and recovery. 
This is to maintain the efficiency of the display. 

Steam is seen from louvered door The automatic condensate waste tray is operating 
normally. 

The temperature of the produce 
is too high

Check setting of temperature controller.

Ensure airways are not blocked.

Ensure fans are operating.

Ensure the doors are closed.

Move display case from draughts/ air conditioning 
vents.

The evaporator coil is iced up.

The condensing unit coil is blocked.

If your problem is not listed or persists please contact our service department for help.

IMPORTANT: Please ensure you have your serial number before calling. This will be on the right-
hand side of the gantry controller fascia plate.

Counterline Limited
Unit 12, Knowsley Business Park 
Merseyside, L34 9HZ 
United Kingdom

Fax: 0151 549 2179 
Web: www.counterline.co.uk

Email: servicelog@counterline.co.uk

Telephone: +44(0)151 548 2211




